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Technology for Fluid Transport





Thermoflex Strings

Specification Questionnaire

	Customer Information

	Company
	      
	Contact
	     

	Lease Name
	     
	Location
	     

	Phone #
	     
	Fax #
	     

	Mobile #
	     
	E-mail
	     

	(Production Information

	Well Type (Gas/Oil/CO2)
	     
	Wellhead Temp (°F)
	     

	Current Fluid Level (ft from kb)
	     
	Bottom Hole Temp (°F)
	     

	Current Line Pressure (psig)
	     
	Shut-in WHP after 72+ hrs (psig)
	     

	Current Tubing Pressure (psig)
	     
	( Anticipated Liquid Rate (bbl/d)
	     

	Current Casing Pressure (psig)
	     
	Water-Liquid Ratio (bbl H2O/bbl)
	     

	Current Gas Flow Rate (mcf/d)
	     
	Mole % H2S
	     

	Current Liquid Flow Rate (bbl/d)
	     
	Mole % CO2
	     

	(If well is currently shut-in, provide latest “good” flowing condition data. (i.e. conditions after swabbing).
(Anticipated steady state flow when well is not loaded up.

	(Wellbore Completion Information

	Casing Section Number
	Casing Size & Weight/ft
	Measured Depth Section Bottom (ft)
	True Vertical Depth (ft)

	Top
	     
	     
	     

	2nd
	     
	     
	     

	3rd
	     
	     
	     

	4th
	     
	     
	     

	Bottom
	     
	      
	     

	
	
	
	

	Tubing Section Number
	Tubing Size & Weight/ft
	Measured Depth Section Bottom (ft)
	True Vertical Depth (ft)

	Top
	     
	     
	     

	2nd
	     
	     
	     

	3rd
	     
	     
	     

	4th
	     
	     
	     

	Bottom
	     
	     
	     

	Measured Perforation Depth (ft)
	     


(A wellbore schematic may be substituted for this section.

1. Description of the issues:  (Liquid Loading, Corrosion, Abrasion, Paraffin, etc)

      

2. Minimum ID requirements: 

     
3. Minimum exit temperature goal:

     
4.  Safety valve or below ground landing:  

 FORMCHECKBOX 
 Sub-Sea 

 FORMCHECKBOX 
 Below Ground Landing

 FORMCHECKBOX 
 Not Applicable
5. String to be under pressure or equalized with the annulus:

 FORMCHECKBOX 
 String Under ID Pressure of:       
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 String Pressure Equalized with Annulus

6. Annulus injection that may spike annulus pressure:

 FORMCHECKBOX 
 Max Pressure:       
 FORMCHECKBOX 
 Not Applicable

7. Special handling considerations: (Coupling land lengths etc.)

     
8. Well Fittings, packers, deviations, or other issues:
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